
LT6100R2 MOTOR
Data Sheet and Wiring Diagram

Specificaitons

OPERATING INSTRUCTIONS NOTE:  If installation requires two motors, refer to 
instructions on page 2 for setting limits.

1.

2.

Reset the limit of the motor by pressing in both limit switches. 
NOTE: until the  limits are set, caution must be exercised when 
moving  the curtain.

Activate the UP direction using the switch. If the motorized
curtain does not move in the right direction, reverse the black 
and red wires on the motor.

3. When the curtain has reached the desired upper limit, depress the limit
switch (switch is now out) on the motor. The upper limits are now set.

4. Activate the DOWN direction using the switch. When the
curtain has reached the desired lower limit, depress the limit switch on
the motor. The lower limits are now set.
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120V/60Hz

3.8A

14 rpm

5 minutes

_< 67 dBA

100 Nm (880 in. lbs.)

Nominal Voltage

Rated Current

Speed

Thermal Protection

Sound Level

Torque (in. lbs.) 

Warranty

year

R

R

Wired
120V / 60Hz
4 conductor cable

Type of cable
white = neutral
red    = direction 1
black = direction 2
green = ground

WIRING DIAGRAM 
Single motor curtains only. Refer to page 2 for 

dual motor curtains.

LT60 

NNEEUUTTRRAALL

LLIINNEE

GGRROOUUNNDD

PPoowweerr  

BBLLAACCKK

GGRROOUUNNDD  
CCOONNNNEECCTTEEDD  TTOO  BBOOXX

RREEDD

BBRROOWWNN

IInnccoorrrreecctt

WARNING:

Do not wire two or more LT operators to one 

single pole switch.

This will casue the motors to malfunction.

NOTE:
Electrician to provide 120v 
power to cable reel at 
motor side of curtain and 
connection to keyswitch. 
Refer to shop drawing for 
locaitons.
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SYNCHRONIZING CONTROL
Installation and Operation Instructions
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DESCRIPTION

OPERATING INSTRUCTIONS

WIRING DIAGRAM

SOMFY'S Synchronized Control is designed to control two motors simultaneously.  When two 
Somfy motors are mounted in a divider curtain, it is important that the motors coincide with 
each other. The Synchronized control actuates and stops both motors at the same time.  This 
helps prevent damage to the tube, motor and divider curtain. 

Fuse rated at 15A, 250vAC

A.  System Power Up NOTE:  Damage to the motor may occur over time if limits are 
not set on both motors.

1. With power off, wire the Synchronizing Control as indicated below.
Turn all circuit breakers on (Note: motors should not move). B.  Momentary Output Operation

2. Reset the limits of each motor by pressing in both limit switches of each
motor (4 total).  NOTE:  until the  limits are set, caution must be
exercised when moving  the curtain.

3. Activate the UP direction using the low voltage switch.  If the motorized

Connect a single-pole, keyswitch to the terminal bloc as indicated below.  
When the UP direction is activated, the curtain will raise. The curtain will 
move for the duration the switch is activated.  When the switch is moved 
to the CENTER position, the motors will stop.curtain does not raise or retract, reverse the black and red wires on

both motors.
4. When the curtain has reached the desired upper limit, depress the limit

switch (switch is now out) on one motor, then the other.  The upper
limits are now set.

5. Activate the DOWN direction using the low voltage switch.  When the
curtain has reached the desired lower limit, depress the limit switch on
the first motor, then the other.  The lower limits are now set.

BROWN

BLACK

RED

WHITE

GREEN

COLOR CODE

UP

DOWN

GND

MOTOR1

GROUND

NEUTRAL
HOT

MOTOR2

R

R

NO CONNECTIONS

Low Voltage
Switch Connections

Part No:  1822159  Momentary Output 

FORUM ATHLETIC PRODUCTS INC.
7517 Bren Road Units 1,2&3
Mississauga, Ontario L4T3V4
905-405-1222
info@forumathletic.ca
www.forumathletic.ca

NOTE:
Electrician to provide 
120v power to sync 
control, connection to 
keyswitch and connection 
to cable reels at each end 
of curtain. Refer to shop 
drawing for locaitons.

Dual motor curtains only.
Refer to page 1 for single 
motor curtains.
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